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Report No.: 93.05517 Suspension Light Test Time: 2023-09-28 15:26

Luminaire Property
Luminaire Category: Bridgelux V10 F90  4000K CRI90
Voltage: 221.7 V Current: 0.112 A
Power: 24.10 W Power Factor: 0.967

Photometric Results
CIE Class: Direct Total Rated Lamp Lumens: 2483.7 lm
Measurement Flux: 2483.7 lm Efficiency: 100%
Downward Ratio: 100% Upward Ratio: 0%
Horizontal Diffuse Angle(50%): H52.8
Vertical Diffuse Angle(50%): V52.8
Luminaire Efficacy Rating (LER): 103 Central Intensity: 3269.02 cd
Max. Intensity: 3484.8 cd Pos of Max. Intensity: H180 V10

Picture Of Luminaire Luminous Intensity Distribution Curve
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C0-C180 C90-C270 G10

Unit: cd

C Plane (°):0.0-180.0: 180.0 Gamma Plane (°):0.0-90.0:5.0
Test Lab: Test Device: CHL-6E
Test Type: TYPE C Distance: 3.000 m
Temperature: Humidity: 
Operator: Inspector: 
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Luminous Intensity Distribution Curve
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C0-C180 C90-C270 Unit: cd

C Plane (°):0.0-180.0: 180.0 Gamma Plane (°):0.0-90.0:5.0
Test Lab: Test Device: CHL-6E
Test Type: TYPE C Distance: 3.000 m
Temperature: Humidity: 
Operator: Inspector: 
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Isocandela (rectangle)
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Imax (100%): 3485 cd

( 10%):   348 cd ( 16%):   558 cd
( 25%):   871 cd ( 40%):  1394 cd
( 63%):  2195 cd (100%):  3485 cd

C Plane (°):0.0-180.0: 180.0 Gamma Plane (°):0.0-90.0:5.0
Test Lab: Test Device: CHL-6E
Test Type: TYPE C Distance: 3.000 m
Temperature: Humidity: 
Operator: Inspector: 
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IsoLux Plot
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Mounting Height: 10m   Max Lux(100%): 33 lx
(  1%):     0 lx (  2%):     1 lx
(  5%):     2 lx ( 10%):     3 lx
( 20%):     7 lx ( 50%):    17 lx
(100%):    33 lx

C Plane (°):0.0-180.0: 180.0 Gamma Plane (°):0.0-90.0:5.0
Test Lab: Test Device: CHL-6E
Test Type: TYPE C Distance: 3.000 m
Temperature: Humidity: 
Operator: Inspector: 



中山雅大光电有限公司
www.artdon.cn
Tel:0760-22211890
Fax:0760-22211886 Page 5 of 9 Pages

Illuminance at a Distance

Distance(m) E(lx) Dh(m) Dv(m) Eav(lx)

14.0 16.68 13.90 13.90 5.16

0.5 13076.08 0.50 0.50 4046.08
1.0 3269.02 0.99 0.99 1011.52
1.5 1452.90 1.49 1.49 449.56
2.0 817.26 1.99 1.99 252.88
2.5 523.04 2.48 2.48 161.84
3.0 363.22 2.98 2.98 112.39

4.0 204.31 3.97 3.97 63.22

5.0 130.76 4.96 4.96 40.46

7.0 66.71 6.95 6.95 20.64

Beam Angle: H52.8 V52.8  Field Angle: H72.7 V72.7

Dh

Dv

C Plane (°):0.0-180.0: 180.0 Gamma Plane (°):0.0-90.0:5.0
Test Lab: Test Device: CHL-6E
Test Type: TYPE C Distance: 3.000 m
Temperature: Humidity: 
Operator: Inspector: 
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Vertical IsoLux Plot
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Lowest(m):  1m    Highest(m): 11    Max Lux: 3269
(  1%):    33 lx (  2%):    65 lx
(  5%):   163 lx ( 10%):   327 lx
( 20%):   654 lx ( 50%):  1635 lx
(100%):  3269 lx

C Plane (°):0.0-180.0: 180.0 Gamma Plane (°):0.0-90.0:5.0
Test Lab: Test Device: CHL-6E
Test Type: TYPE C Distance: 3.000 m
Temperature: Humidity: 
Operator: Inspector: 
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The average illuminance effective figure

Beam Angle:90.00Height Avg./Nadir. E Diameter

1.0m 773.20/ 3269.02lx 200.00cm

1.5m 343.64/ 1452.90lx 300.00cm

2.0m 193.30/ 817.26lx 400.00cm

2.5m 123.71/ 523.04lx 500.00cm

3.0m 85.91/ 363.22lx 600.00cm

3.5m 63.12/ 266.86lx 700.00cm

4.0m 48.32/ 204.31lx 800.00cm

4.5m 38.18/ 161.43lx 900.00cm

5.0m 30.93/ 130.76lx 1000.00cm

5.5m 25.56/ 108.07lx 1100.00cm

Flux Out: 2429.07lm

C Plane (°):0.0-180.0: 180.0 Gamma Plane (°):0.0-90.0:5.0
Test Lab: Test Device: CHL-6E
Test Type: TYPE C Distance: 3.000 m
Temperature: Humidity: 
Operator: Inspector: 
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Zonal Lumen
Gamma Imean Zonal Flux Sum Zonal Flux Rel Zonal FluxSum Rel Zonal Flux

[°] [cd] [lm] [lm] [%] [%]

0.0-5.0 3275.9 78.3 78.3 3.15 3.15

5.0-10.0 3308.0 236.7 315.0 9.53 12.68

10.0-15.0 3297.9 391.3 706.3 15.75 28.44

15.0-20.0 3033.0 499.9 1206.2 20.13 48.56

20.0-25.0 2377.3 498.7 1704.8 20.08 68.64

25.0-30.0 1488.4 376.7 2081.6 15.17 83.81

30.0-35.0 715.2 210.6 2292.2 8.48 92.29

35.0-40.0 280.4 93.6 2385.7 3.77 96.06

40.0-45.0 117.0 43.3 2429.1 1.74 97.80

45.0-50.0 61.3 24.8 2453.8 1.00 98.80

50.0-55.0 35.0 15.2 2469.0 0.61 99.41

55.0-60.0 19.2 8.9 2477.9 0.36 99.77

60.0-65.0 9.1 4.4 2482.4 0.18 99.95

65.0-70.0 2.5 1.3 2483.7 0.05 100.00

70.0-75.0 0.0 0.0 2483.7 0.00 100.00

75.0-80.0 0.0 0.0 2483.7 0.00 100.00

80.0-85.0 0.0 0.0 2483.7 0.00 100.00

85.0-90.0 0.0 0.0 2483.7 0.00 100.00

C Plane (°):0.0-180.0: 180.0 Gamma Plane (°):0.0-90.0:5.0
Test Lab: Test Device: CHL-6E
Test Type: TYPE C Distance: 3.000 m
Temperature: Humidity: 
Operator: Inspector: 
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Candlepower Table
G\C C0.0 C180.0

G0.0 3269.0 3269.0

G5.0 3208.2 3357.1

G10.0 3181.9 3484.8

G15.0 3062.4 3462.5

G20.0 2606.5 3000.6

G25.0 1832.6 2069.6

G30.0 992.8 1058.6

G35.0 395.1 414.3

G40.0 146.9 165.1

G45.0 72.9 83.1

G50.0 42.5 46.6

G55.0 24.3 26.3

G60.0 13.2 13.2

G65.0 5.1 5.1

G70.0 0.0 0.0

G75.0 0.0 0.0

G80.0 0.0 0.0

G85.0 0.0 0.0

G90.0 0.0 0.0

Unit: cd

C Plane (°):0.0-180.0: 180.0 Gamma Plane (°):0.0-90.0:5.0
Test Lab: Test Device: CHL-6E
Test Type: TYPE C Distance: 3.000 m
Temperature: Humidity: 
Operator: Inspector: 


