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Report No.: 52.05520 ECO Downlight Test Time: 2023-09-18 17:23

Luminaire Property

Luminaire Category: Bridgelux FO0 V10A 3000K CRI90
Voltage: 219.6 V Current: 0.111 A
Power: 13.80 W Power Factor: 0.563

Photometric Results

CIE Class: Direct Total Rated Lamp Lumens: 1601.8 Im
Measurement Flux: 1601.8 Im Efficiency: 100%
Downward Ratio: 100% Upward Ratio: 0%

Horizontal Diffuse Angle(50%): H36
Vertical Diffuse Angle(50%): V36

Luminaire Efficacy Rating (LER): 116 Central Intensity: 4195.93 cd
Max. Intensity: 4195.94 cd Pos of Max. Intensity: HO VO
Picture Of Luminaire Luminous Intensity Distribution Curve

165 180 165

150 150
135 135
120 120
105 105
90 90
75 75
60 60
45 45
30 30
15 15
0 Unit: cd
— C0-C180 ——C90-C270 —— GO
C Plane (°):0.0-180.0: 180.0 Gamma Plane (°):0.0-90.0:5.0
Test Lab: Test Device: CHL-6E
Test Type: TYPE C Distance: 3.000 m
Temperature: Humidity:

Operator: Inspector:
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Luminous Intensity Distribution Curve
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Test Lab: Test Device: CHL-6E
Test Type: TYPE C Distance: 3.000 m
Temperature: Humidity:

Operator: Inspector:
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Isocandela (rectangle)
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Imax (100%): 4196 cd
— (10%): 420 cd (16%): 671 cd
— (25%): 1049 cd — (40%): 1678 cd
— (63%): 2643 cd (100%): 4196 cd
C Plane (°):0.0-180.0: 180.0 Gamma Plane (°):0.0-90.0:5.0
Test Lab: Test Device: CHL-6E
Test Type: TYPE C Distance: 3.000 m
Temperature: Humidity:

Operator: Inspector:
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IsoLux Plot
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Vertical distance / mount height
Mounting Height: 10m Max Lux(100%): 42 Ix
— ( 1%): 0 Ix ( 2%): 11X
— ( 5%): 2 Ix — (10%): 4 IX
— ( 20%): 8 Ix (50%): 211Ix
— (100%): 42 Ix
C Plane (°):0.0-180.0: 180.0 Gamma Plane (°):0.0-90.0:5.0
Test Lab: Test Device: CHL-6E
Test Type: TYPE C Distance: 3.000 m
Temperature: Humidity:

Operator: Inspector:
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Illuminance at a Distance

Distance(m) E(Ix) Dh(m) Dv(m) Eav(lx)
0.5 16783.72 0.33 0.33 3449.45
1.0 4195.93 0.65 0.65 862.36
1.5 1864.86 0.98 0.98 383.27
2.0 1048.98 1.30 1.30 215.59
2.5 671.35 1.63 1.63 137.98
3.0 466.21 1.95 1.95 95.82
4.0 262.25 2.60 2.60 53.90
5.0 167.84 3.25 3.25 34.49
7.0 85.63 4.55 4.55 17.60
14.0 21.41 9.10 9.10 4.40

Beam Angle: H36.0 V36.0 Field Angle: H55.9 V55.9

C Plane (°):0.0-180.0: 180.0
Test Lab:

Test Type: TYPE C
Temperature:

Operator:

Gamma Plane (°):0.0-90.0:5.0
Test Device: CHL-6E

Distance: 3.000 m
Humidity:
Inspector:
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Vertical IsoLux Plot
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Horizontal distance(m)
Lowest(m): 1m Highest(m): 11 Max Lux: 4196
— ( 1%): 421Ix ( 2%): 84 Ix
— ( 5%): 210 Ix — (10%): 420 Ix
— (20%): 839 Ix ( 50%): 2098 Ix
— (100%): 4196 Ix
C Plane (°):0.0-180.0: 180.0 Gamma Plane (°):0.0-90.0:5.0
Test Lab: Test Device: CHL-6E
Test Type: TYPE C Distance: 3.000 m
Temperature: Humidity:

Operator: Inspector:
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The average illuminance effective figure
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Height

Flux Out: 1575.42Im

501.47/ 4195.93Ix 200.00cm
222.88/ 1864.86Ix 300.00cm
125.37/ 1048.98Ix 400.00cm
80.24/ 671.35Ix 500.00cm
55.72/ 466.21Ix 600.00cm
40.94/ 342.52Ix 700.00cm
31.34/ 262.25Ix 800.00cm
24.76/ 207.21Ix 900.00cm
20.06/ 167.84lIx 1000.00cm
16.58/ 138.71I1x | 1100.00cm
A —
Avg./Nadir. E Beam Angle:90.00 Diameter

C Plane (°):0.0-180.0: 180.0

Test Lab:

Test Type: TYPE C
Temperature:

Operator:

Gamma Plane (°):0.0-90.0:5.0
Test Device: CHL-6E

Distance: 3.000 m

Humidity:

Inspector:
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Zonal Lumen

Gamma Imean Zonal Flux Sum Zonal Flux| Rel Zonal FluxSum Rel Zonal Flu
[°] [cd] [Im] [Im] [%] [%]
0.0-5.0 4117.4 98.4 98.4 6.15 6.15
5.0-10.0 3790.7 271.2 369.7 16.93 23.08
10.0-15.0 3112.3 369.2 738.9 23.05 46.13
15.0-20.0 2199.0 362.5 1101.3 22.63 68.76
20.0-25.0 1231.8 258.4 1359.7 16.13 84.89
25.0-30.0 493.6 124.9 1484.7 7.80 92.69
30.0-35.0 169.9 50.0 1534.7 3.12 95.81
35.0-40.0 76.7 25.6 1560.3 1.60 97.41
40.0-45.0 40.8 15.1 1575.4 0.94 98.35
45.0-50.0 23.6 9.5 1584.9 0.59 98.95
50.0-55.0 16.0 6.9 1591.9 0.43 99.38
55.0-60.0 10.9 5.0 1596.9 0.31 99.70
60.0-65.0 6.6 3.2 1600.1 0.20 99.90
65.0-70.0 2.8 1.4 1601.5 0.09 99.98
70.0-75.0 0.5 0.3 1601.8 0.02 100.00
75.0-80.0 0.0 0.0 1601.8 0.00 100.00
80.0-85.0 0.0 0.0 1601.8 0.00 100.00
85.0-90.0 0.0 0.0 1601.8 0.00 100.00

C Plane (°):0.0-180.0: 180.0

Test Lab:

Test Type: TYPE C
Temperature:
Operator:

Gamma Plane (°):0.0-90.0:5.0
Test Device: CHL-6E
Distance: 3.000 m

Humidity:
Inspector:



I FEROEEEAFR A F]
o .artdon.
Artdon wx wwerdona

Hahting Selmprror el Fax:0760-22211886 Page 9 of 9 Pages

Candlepower Table

Unit: cd

G\C C0.0 | C180.0

G0.0 |4195.9 |4195.9

G5.0 |[4118.9 | 3958.9

G10.0 | 3739.1 | 3346.0

G15.0 | 2963.1 | 2400.9

G20.0 | 1988.6 | 1443.6

G25.0 | 937.0 | 558.2

G30.0 | 307.0 | 172.2

G35.0 | 122.6 78.0

G40.0 61.8 44.6

G45.0 32.4 24.3

G50.0 19.3 18.2

G55.0 13.2 13.2

G60.0 9.1 8.1

G65.0 5.1 4.1

G70.0 2.0 0.0

G75.0 0.0 0.0

G80.0 0.0 0.0

G85.0 0.0 0.0

G90.0 0.0 0.0
C Plane (°):0.0-180.0: 180.0 Gamma Plane (°):0.0-90.0:5.0
Test Lab: Test Device: CHL-6E
Test Type: TYPE C Distance: 3.000 m
Temperature: Humidity:

Operator: Inspector:



